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pilot in command must advise each passenger of the experimental nature of the aircraft and that it
does not meet the certification requirements of a standard certificated aircraft.

8. Aerobatic maneuvers that have been satisfactorily accomplished and recorded during the flight test
time period may be performed.

9. This aircraft must not be used for glider towing, banner towing, or intentional parachute jumping.

10. Night and/or instrument flight is approved, provided the aircraft is equipped as described in 14 CFR §
91.205. Instruments and equipment installed for night and/or instrument flight must be inspected and
maintained in accordance with the applicable requirements of 14 CFR part 91. All maintenance or
inspection of this equipment must be recorded in the aircraft maintenance records.

11. Equipment installed to meet regulatory requirements must be inspected and maintained in
accordance with the applicable requirements of 14 CFR part 91. Any maintenance or inspection of
this equipment must be recorded in the aircraft maintenance records

12. No person may operate this aircraft unless within the preceding 12 calendar months it has had a
condition inspection performed in accordance with the scope and detail of appendix D to part 43, or
other FAA approved programs, and was found to be in a condition for safe operation. This inspection
will be recorded in the aircraft maintenance records.

13. Condition inspections must be recorded in the aircraft maintenance records showing the following, or
similarly worded statement: ” | certify that this aircraft has been inspected on [ insert date] in
accordance with the scope and detail of appendix D to part 43, and found to be in a condition for
safe operation”. The entry will include the aircraft's total time-in-service, and the name, signature,
certificate number, and type of certificate held by the person performing the inspection.

14. Only FAA-certificated mechanics with appropriate ratings as authorized by 14 CFR § 43.3 may
perform inspections required by these operating limitations.

15. The cognizant FSDO must be notified, and its response received in writing, prior to flying this aircraft
after incorporation of a major change as defined by 14 CFR § 21.93 in order to determine whether
new operating limitations will be required..

16. The Special Airworthiness Certificate and attached operating limitations have no expiration date.

17. When the aircraft's home base is changed or there is a transfer of ownership, the new
owner/operator will submit a new program letter to the geographically responsible FSDO within 30
days.

18. This aircraft does not meet the requirements of the applicable, comprehensive, and detailed
airworthiness code as provided by Annex 8 to the Convention on International Civil Aviation. The
owner/operator of this aircraft must obtain written permission from another country's CAA before
operating this aircraft in or over that country. That written permission must be carried aboard the
aircraft together with the U.S. airworthiness certificate and, upon request, be made available to an
ASI or the CAA in the country of operation.

19. Application must be made to the geographically responsible FSDO for any revision to these
operating limitations.
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